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Please read before proceeding
This appliance is intended for installation in restricted areas only. Initial

Electrostatic Discharge (ESD) precautions are required before handling the

setup and maintenance should be performed by qualified personnel.

appliance. Wear a wrist strap with an appropriate ground connection.

Required operating conditions for the appliance are Temperature: 10 to 35°C. Humidity, non-condensing: 8 to 90%.

Power down the appliance by pressing the power button. The appliance will
safely shut down its software and the fans will stop. Remove the power cord
before servicing the unit.

Install and operate the appliance in a compatible rack only. Any other
type of installation or use is not supported.
To prevent the unit from overheating, never install the appliance in an
enclosed rack or a room that is not properly ventilated or cooled. For
proper airflow, keep the front and back sides of the appliance clear of
obstructions and away from the exhaust of other equipment.

Do not use mats designed to decrease static electrical discharge as
protection from electrical shock. Use only mats that have been specifically
designed as electrical insulators.
Failure to properly ground the appliance, either by circumventing the 3-wire
grounding-type plug or by using a power outlet that is improperly grounded,
can create a potentially hazardous electrical situation.

1. Preparation
Unpacking the Appliance

Setup location

Ensure that the ship kit includes a power cord, the screws and the rack clips
(shown below) that you will need to install the appliance in your rack, and the
SRVWDQGRUSRVWUDFNEUDFNHWDVVHPEOLHV

0DNHVXUH\RXKDYHDODSWRSRU3&WKDWFDQODWHUEHFRQQHFWHG
to the rear of the appliance to complete the configuration.
&KRRVHDVHWXSORFDWLRQZLWKSURSHUWHPSHUDWXUHFRQWURODQGDGHTXDWH
floor loading capacity for the current installation and for future growth.
,QVWDOOLQRUQHDUDSSURSULDWH$&RXWOHWVDQG(WKHUQHWKXEVRULQGLYLGXDO
MDFNV %DVH7FDEOHVFDQQRWEHORQJHUWKDQPHWHUV 

ES100

/HDYHHQRXJKFOHDUDQFHFP LQFKHV LQWKHIURQWDQGFP 
inches) in the back of the rack to provide access to appliance
components and allow for sufficient airflow.

Rack and Appliance precautions

4-post rack
)RXU  0[
Phillips Head Screws

Front

Side

$//5$&.60867%(02817('6(&85(/<(QVXUHWKDWDOO
leveling jacks or stabilizers are properly attached to the rack. If
installing multiple appliances in a rack, make sure the overall loading
for each branch circuit does not exceed the rated capacity.

Four (4) Rack Clips

Front

Side

Rear

2-post rack
)RXU  0[3KLOOLSV+HDG6FUHZVDQG)RXU  0[&RQH:DVKHUV

Front

Side

Cone Washer

1RWH8VHKDUGZDUHVXSSOLHGZLWK\RXUVSHFLILFUDFNLI
different from hardware supplied in this kit.

'RQRWVOLGHPRUHWKDQRQHDSSOLDQFHRXWIURPWKHUDFNDWDWLPH
Extending more than one appliance at a time may result in the rack
becoming unstable. Install your appliance in the lower part of the rack
for improved weight distribution and easier access to appliance
components.
$OORZWKHKRWSOXJKDUGGULYHVDQGSRZHUVXSSO\XQLWVWRFRROEHIRUH
touching them.
$OZD\VNHHSWKHUDFN VIURQWGRRUDQGDOOSDQHOVDQGFRPSRQHQWVRQ
the appliances closed when not servicing to maintain proper cooling.

2a. 4-Post Rack Installation
6WHS
,QVWDOOWZRUDFNFOLSVLQWRWKHWRSDQGERWWRPRIWKUHHKROHVRQHDFKVLGHRQ
WKHUDFNDVVKRZQ7KHWDEVRQHDFKVKRXOGEHRQWKHWRSDQGERWWRPWR
KHOSVWDELOL]HWKHPLQWKHKROHV1RWRROVDUHQHHGHGWRLQVWDOOWKHFOLSV
)LUPO\SUHVVLQWRSODFH
(QVXUHFOLSVDUHOHYHOLQKHLJKWRQWKHOHIWDQGULJKWVLGHVWRHQVXUHSURSHU
DOLJQPHQWDQGDOORZDFFXUDWHDSSOLDQFHLQVWDOODWLRQ

4-Post Rack

Install two
rack clips in
the top and
bottom of
three holes

Leave
middle hole
empty

4-Post Rack

6WHS
,QVWDOOWKHDSSOLDQFHLQWKHUDFNDVVKRZQE\LQVHUWLQJRQH
0[VFUHZWKHWRSDQGERWWRPKROHVLQWKHWDEVRQ
HDFKVLGHRQWRWKHUDFNFOLSV
127(UHIHUWR\RXUUDFN¶VPRXQWLQJGRFXPHQWDWLRQIRUWKH
SURSHUVL]HDQGW\SHRIVFUHZVWRVHFXUHWKHDSSOLDQFHLQWKHUDFN
7LJKWHQHDFKVFUHZWRVHFXUHWKHDSSOLDQFHLQWKHUDFN
:KHQLQVWDOOLQJWKHDSSOLDQFHRUUHPRYLQJLWIURPWKHUDFNPDNHVXUHWR
VXSSRUWWKHXQLWDWDOOWLPHV

Two (2) M6 x 16 screws
in the front on each side

4-Post Rack

2b. 2-Post Rack Installation
6WHS
,QVWDOOWKHDSSOLDQFHLQWKHSRVWUDFNDVVKRZQ,QVHUWRQH
0[VFUHZDQGRQH0[FRQHZDVKHUWKURXJKWKH
WRSDQGERWWRPKROHVLQWKHWDEVRQHDFKVLGHLQWRWKH
WKUHDGHGKROHVLQWKHUDFN
127(5HIHUWR\RXUUDFN¶VPRXQWLQJGRFXPHQWDWLRQIRUWKH
SURSHUVL]HDQGW\SHRIVFUHZVWRVHFXUHWKHDSSOLDQFHWR
WKHUDFN
7LJKWHQHDFKVFUHZWRVHFXUHWKHDSSOLDQFHLQWKHUDFN

Two (2) M5 x 12 flat head screws
and two cone washers on each side*

:KHQLQVWDOOLQJWKHDSSOLDQFHRUUHPRYLQJLWIURPWKHUDFN
PDNHVXUHWRVXSSRUWWKHXQLWDWDOOWLPHV

2-Post Rack

3. Cabling the Appliance
5HDU3DQHO&RQQHFWLRQV
AC Power Inlet

Ethernet Cables (2)

USB Ports

2

PCI expansion slot
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Power Supply Fan

&RQQHFWWKHSRZHUFRUG
&RQQHFWWKH1HWZRUN  WR\RXU/$1
7HPSRUDULO\FRQQHFWWKH&RQILJ  WR\RXU
ODSWRSXVLQJHLWKHUDQ(WKHUQHWFDEOHRUD
FURVVRYHUQHWZRUNFDEOH
3RZHURQWKHDSSOLDQFH7KHSRZHUEXWWRQ
LVWKHIXUWKHVWWRWKHULJKWRQWKHIURQWSDQHO

1
Power Cord

Serial Port

Network (1) Config (2)

4. Software/Network Setup
Step 1 - Configure port access
Do not interrupt the installer once it begins. Doing so can damage the system to a point that it may require return to the factory to be re-imaged.
This Sophos Appliance uses specific ports for internal and external connections. Configure your network to allow access on the ports listed below. Some ports
are required only for specific situations, such as when you enable directory services, or when the appliance is part of a cluster.
External connections
Port
22
25
80
123
443
444
10443/443

Function
Remote assistance
Mail transfer
Software downloads
Network time synchronization
Registration
Feedback
SPX secure web portal

Service
SSH
SMTP
HTTP
NTP
HTTPS
HTTP
HTTPS

Conn.
TCP
TCP
TCP
UDP
TCP
TCP
TCP

Purpose
[Required] Between appliance and esa-ssh.sophos.com
[Required] Between appliance and internet/intranet
[Required] Between appliance and internet
[Required] Between appliance and NTP server (e.g. pool.ntp.org)
[Required] Between appliance and esa-reg.sophos.com
Between appliance and sophos.com
Between appliance to internet (configurable)

Internal connections
20, 21
24
25
53
161
162
389, 3268, (636, 3269)
443/10443 (redirect from 80)
5432
18080

FTP backup
Clustering
Mail transfer
DNS services
SNMP monitoring
SNMP traps
Directory services synchronization
End user web quarantine
Database functions
Admin UI & clustered UI functions

FTP
SSH
SMTP
DNS
SNMP
SNMP
LDAP(S)
HTTPS
ENCRYPTION SQL
HTTPS

TCP
TCP/UDP
TCP
UDP
TCP/UDP
TCP/UDP
TCP
TCP
TCP/UDP
TCP

Between appliance and FTP server
Between clustered appliances
Between clustered appliances
Between appliance and DNS server
SNMP monitoring server(s) to appliance
Appliance to SNMP monitoring server(s)
Between appliance and directory server
Between appliance and intranet (configurable)
Between clustered appliances
[Required] Between appliance and intranet

Step 2 - Configure the Sophos Appliance
To configure the Appliance you
will need the following:
Activation code from Sophos
Default gateway IP address

To launch the Sophos Appliance configuration wizard:

2Q\RXUODSWRSRU3&VHWWKHVXEQHWPDVNWR255.255.255.0 and the IP address to 172.24.24.1
8VLQJDVXSSRUWHGEURZVHUFRQQHFWWRhttps://172.24.24.172. You may need to add this
address to your browser's Trusted Sites. When prompted, accept the certificate.

DNS servers IP address
Hostnames and DNS types for internal
mail delivery servers
Mail accepting domains
IP addresses or hostnames of mail
relays allowed to relay outbound mail
through the appliance
[Optional] Active Directory information
(server, port, etc)

8VHWKH&RQILJXUDWLRQ:L]DUGWRVHWXS\RXUDSSOLDQFH
Note: On the Network Interface page of the Configuration Wizard, the Speed option is set
to Auto by default. If selecting another setting from the drop-down list, it must match the
speed of your managed switch for the appliance to operate correctly.
'LVFRQQHFWWKH(WKHUQHWRUFURVVRYHUFDEOHIURP&RQILJ  
Note: After setup is complete, administer your appliance via a web browser at
https://<Appliance-Hostname-or-IP>:18080
You can view the online documentation at http://sea.sophos.com/docs/sea

Environmental Warning
Perchlorate Material - special handling may apply. See www.dtsc.ca.gov/hazardouswaste/perchlorate
This notice is required by California Code of Regulations, Title 22, Division 4.5, Chapter 33: Best Management Practices for
Perchlorate Materials. This product/part includes a battery that contains Perchlorate material.
FCC Notice: This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that
may cause undesired operation. No Telecommunications Network Voltage (TNV)-connected PCBs shall be installed. This class A digital apparatus complies with Canadian ICES-003. Cet appareil numérique de la classe A est conforme à la norme NMB-003 du
Canada. CE Mark Warning: This is a Class A product. In a domestic environment, this product may cause radio interference, in which case the user may be required to take adequate measures. VCCI Warning: This is a product of VCCI Class A Compliance.

Ratings
V: 100 - 240 VAC (auto-range)
Hz: 50/60
A: 4 Max

